


2013 2014 

Georgia  5 392 303  5 493 484 

Ajara/Batumi 
(Coastal area) 

 1 681 603  1 557 071 

Share of Ajara/Batumi 
(Coastal area) 

31% 28% 

Georgia 44 298 

Ajara/Batumi 
(Coastal area) 

10 793 

Share of Ajara/Batumi 
(Coastal area) 

24% 





*Harmonization of port charges  
*Joint marketing  
*Development of the various small ports  
*Reduction of Bosporus transit charges  
 

*Trabzon 
*Sinop 
*Samsun 
*Istanbul 
*Burgas 
*Varna 
*Nessebur 
*Odessa 
*Sochi

 
 
 
 
 

*Strengthening the existing berths.  

*Dolphins  

*Anchorage point  

*Operational procedures 
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 of 1,000 l/s 
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Anaerobic ponds with 60,000 m3  

Anaerobic ponds  
are good first 
Sedimentation 
tanks, where 
the cold stabilized 
sludge is collected 



Biological treatment in trickling filters with 

12,252  m3 Volume 

In trickling filters take place 
carbon removal and  
nitrification 
 



Final Sedimentation Tanks with 8,960 m3 volume 

and pumping station sea outfall 

 

In FST is collecting secondary  
sludge, is produced 
in Trickling filters 

From FST cleaned water flows  
by gravity to sea outfall PS 
and from there into the Black  
Sea 1,090 m far, 40 m deep. 



Parameter mg/l Inflow Discharged water EU limit 

COD 212 31 125 

BOD 100 14 25 

NH4-N        10 0,76 

NO3-N     0,4 11,5 

T-N 15,9 14,3 20 

T-P     3,7 3,3 1 

Suspended solids 109 17 35 

Suitable solids 3 0,1 



 

Award winning and 
innovative design of Adlia 
WWTP is energy efficient 
and is working efficiently. 
Cleaned wastewater 
discharging into the Black 
Sea protects the coastal 
environment of the Black 
Sea and health of locals 
and visitors of Batumi. 







 
 
 
 


